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2nd

1st



COE Stormwater Staff
City Attorney Court Summons

Strike #3 = Summons



Á 7/15/19 ςNOTICE WAS MAILED OREMAILED

Á 8/1/19 ςEFFECTIVE DATE

Á 2 OPTIONS:

2) FAILED OR 
POORLY 

MAINTAINED 
BMPs

72 HRS TO MAKE 
CORRECTIONS. IF NOT 

COMPLETED, IMMEDIATE 
INSPECTION HOLD FOR 

ALL TRADES

1) NO BMPs ON 
THE SITE

IMMEDIATE INSPECTION 
HOLD FOR ALL TRADES

MODIFIED EROSION & SEDIMENT CONTROL (ESC) ENFORCEMENT FOR 
RESIDENTIAL LOTS



PARTIAL LIST OF BEST MANAGEMENT PRACTICES (BMPS). 
ADDITIONAL CONTROLS MAY BE REQUIRED DEPENDING 
ON THE PHYSICAL CHARACTERISTICS OF EACH LOT:

ÁODEQ OKR10 PERMIT, if required

ÁTRASH/DEBRIS CONTAINER W/COVER

ÁGRAVEL CONSTRUCTION ENTRANCE

ÁEFFECTIVE PERIMETER SEDIMENT BARRIERS

ÁACCESS TO A CONCRETE WASHOUT STATION

ÁPORTABLE TOILETS SHALL BE PLACED ON A LEVEL, 

NATURAL GROUND SURFACE AND STAKED DOWN

ÁTRACKOUT SHALL BE REMOVED FROM PAVED SURFACES 

BY END OF THE SAME WORKDAY

ÁTEMPORARY STABILIZATION REQUIRED FOR CLEARED, 

IDLE AREAS AFTER 14 DAYS
Questions? Please visit 

edmondok.com/stormwater
ORcall 405.359.4772



Start with a good template ς



Sediment tracked out onto any paved 
area should be cleaned at the end of 

every workday.

Track out prevention is needed at all areas 
where construction vehicles or heavy 

equipment will be accessing day to day. 



Goals: 

�‡ пέ -сέ wƻŎƪ ό{¦wD9ύ

�‡ сέ ςмнέ [ŀȅŜǊ

�‡ Filter Fabric or Similar

Silt Fence is Curved Upward-

�‡ Allows Ponding

Good example of Rock construction Entrance


